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Erosion and Sediment Control Notes

General Notes

1. BMP’s shall be installed before any earth disturbing activities 
commence.

2. Stormwater discharges from construction activities shall not 
cause, have the reasonable potential to cause, or measurably 
contribute to an exceedance of any water quality standard.  

3. Construction shall be phased in a manner to limit earth disturbing 
activities (i.e. the entire project site should not be disturbed if 
construction will only be occurring in one particular section).  

4. Sediment caused by accelerated soil erosion shall be removed 
from runoff water before it leaves the construction site.  

5. Bulk storage structures for petroleum products and any other 
chemicals shall have secondary containment or equivalent 
protection to contain all spills and prevent any spilled material 
from entering State waters.

6. A copy of the SWMP and site maps must be available at all times 
on the construction site unless otherwise approved by CDPHE or 
the City.  

7. The SWMP and site maps shall be continuously updated to reflect 
new or revised Best Management Practices (BMP’s) due to 
changes in design, construction, operation, or maintenance of the 
construction site.  Updates must be made within 72-hours 
following the change in BMP’s.  

8. The Owner/Contractor shall inspect the construction site 
(including all BMP’s, storage containers, and construction 
equipment) a minimum of every 14 calendar days and within 24-
hours after a precipitation event or snow melt that cause surface 
erosion.  Inspections shall continue until an Inactivation Notice is 
filed with CDPHE.

9. The Owner/Contractor shall keep a record of all inspections on 
site and available for review by CDPHE or City staff.  Inspection 



reports must identify any incidents of non-compliance with the 
terms and conditions of the Permit.

10. BMP’s requiring maintenance or adjustment shall be repaired 
immediately after observation of the failing BMP.

11. For all instances of noncompliance based on environmental 
hazards and chemical spills and releases, all needed information 
must be provided orally to CDPHE spill reporting line (24-hour 
number for environmental hazards and chemical spills and 
releases: 1-877-518-5608) within 24-hours from the time the 
Owner/Contractor comes aware of the circumstances.

12. Straw bales shall not be used for primary erosion or sediment 
control (i.e. straw bales may be used for reinforcement behind 
another BMP such as silt fence).  

13. BMP’s intended for sheet flow sediment runoff shall be placed 
parallel to the slope.

14. All BMP’s shall be cleaned when sediment levels accumulate to 
half the design of the BMP unless otherwise specified.

15. A Vehicle Tracking Pad (VTP) shall be placed at all exits from 
the site to prevent track-out onto City streets.  If track-out does 
occur, the Owner/Contractor shall immediately sweep the street of 
debris. Recycled crushed concrete or asphalt shall not be used for 
vehicle tracking pads.

16. All sediment collected in BMP’s shall be removed upon initial 
acceptance.

17. Permanent erosion control measures for slopes, channels, ditches, 
or any disturbed land area shall be completed within 14 calendar 
days after final grading or the final earth disturbance has been 
completed. When it is not possible to permanently stabilize a 
disturbed area after an earth disturbance has been completed or 
where significant earth disturbance activity ceases, temporary soil 
erosion control measures shall be implemented within 14 calendar 
days.  Temporary erosion control measures shall be maintained 
until permanent soil erosion measures are implemented. 

18. Final stabilization has been achieved when all earth disturbing 
activities at the site have been completed, and uniform vegetative 


